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EMA-200
Order No. 23.2790

48 V phantom power supply 
•	For 2 electret microphones or microphone cartridges
•	Power supply: ~ 230 V/50 Hz/10 VA
•	2 x XLR input (bal.)
•	2 x XLR output (bal.)

EMA-3
Order No. 23.3820

48 V phantom power supply 
•	For electret microphones and microphone cartridges
•	XLR input (bal.)
•	XLR output (bal.)

MD-821HT
Order No. 23.5470

Replacement dynamic microphone cartridge 
•	Cardioid polar pattern
•	Suitable e.g. for hand-held microphones TXS‑821HT 

and TXS‑822HT

EMA-1
Order No. 23.2120

Phantom power supply adapter 
•	For electret microphones and electret microphone 

cartridges
•	Also to be used as a phantom power adapter for 

mixers with phantom power supply +48 V
•	Internal power supply via 1.5 V battery AA size 

(not supplied)
•	3-pole mini XLR input
•	3-pole XLR output

EMA-300P
Order No. 23.2410

Phantom power supply adapter 
•	For connecting ECM-300B, ECM-300L and other 

microphones with 3-pole mini XLR connector to a 
mixer with 48 V phantom power

•	Mini XLR plug and XLR plug, 3 poles

Microphones
Accessories

Model EMA-200
Input voltage ~ 230 V/50 Hz/10 VA
Output voltage +48 V
Connections 2 x XLR, bal.
Dimensions 180 x 50 x 145 mm
Weight 1.2 kg

Model EMA-3
Input voltage via encl. 

plug-in power supply
Output voltage +48 V
Dimensions 126 x 75 x 45 mm
Weight 535 g

Model MD-821HT
Polar pattern cardioid
Frequency range 50‑15,000 Hz
Sensitivity 2.5 mV/Pa
Output impedance 600 Ω/1 kHz
Weight 63 g

Model EMA-1
Input voltage phantom power via mixer: ⎓ 48 V
Connections 3-pole XLR
Dimensions Ø 22 mm x 170 mm
Weight 75 g

Model EMA-300P
Input voltage via mixer
Connections 3-pole mini XLR
Dimensions Ø 19 mm x 92 mm
Weight 80 g




